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Assistenza tecnica
Informazioni sui prodotti e richieste d’intervento
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Certificazione di Prodotto
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Made in Italy

Flangia modello DC per cilindri ISO contrapposti
Istruzioni d’uso e manutenzione
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Avvitare i grani (1) 
nella testata posteriore (2) 
di ciascun cilindro fermandoli 
con frenafiletti, 
facendo sporgere ogni grano 
di “X” mm mostrati in tabella.

Asciugato il frenafiletti, 
accostare il primo cilindro alla
flangia (3) e fissarlo con i dadi (4). 
In caso di fissaggio di cilindri Serie 32 
inserire tra flangia e testata
posteriore del cilindro l’anello
di centraggio mod. TR-32-Ø
venduto separatamente.

Ripetere nuovamente l’operazione 
per il secondo cilindro.
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X
Ø cilindro X mm

32 10
40 10
50 13
63 13
80 18
100 18
125 22

1 23

TR-32-Ø
4



Made in Italy
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Technical assistance
Product inquiries and requests for support
Tel. +39 030 3792790
service@camozzi.com

Product Certification
Information concerning product certifications, 
EC standards, conformity declarations and instructions
productcertification@camozzi.com

Flange model DC for opposite ISO cylinder
Use and maintenance instructions

Insert the grub screw (1) 
in the rear end cap (2) 
of each cylinder, fixing them 
with threadlocker liquid, 
leaving out each screw of “X” mm 
shown in table.

As threadlocker liquid dries, 
join the first cylinder with 
the flange (3) with bolts (4). 
If you’re fixing Series 32 cylinders, 
insert between cylinder rear 
end cap and flange, a centring 
sleeve mod. TR-32-Ø sold separetly.

Repeat the same operation 
with the second cylinder.
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X
 cylinder Ø X mm

32 10
40 10
50 13
63 13
80 18
100 18
125 22

1 23

TR-32-Ø
4
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